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JOHN G. THIELEMANN HOUSE RADS
Mo
| Hlg-SALY
Pddress 1825 South Ninth Street, $b. Louis, St. Louis City @3-
County, Missourl. '
Present Qwner: Joseph Mertino, 3104 Longfellow Avenue, S5t. Louils,

Missouri.

Brief Statement This is a small, two story, brick town house built
of Significance: in 1850.

1. Originsl and subsequent owners: House was built in 1850
by John G. Thielemanm, blacksmith, at the Henry Timken

House was sold in 1882 by the Maria Thielemamn estate
to John Kara, cigar dealer. In 1906, it was sold to

3. Sources of information:a.St. Louls Directory, 1859.
b.Dr. William G. Swckosky, St. Louis historian, 2621

Prepared by Mrs. Eleanor Coyle
for the Landmer¥8 Inc. Associatbtion
July 196D

1, frchitectural charscter: This is 2 smell, wwo story,

PART T. HISTORICAI. TNFORMATION
A. Physicel History
Firm. (3a.)
Anna Belek, midwife. (3b.)
2. Date of erection: 1830
South Jefferson Avenue,
PART TT, ARCHITECTURAL INFORMATION
L. General Statement
brick town house built in 1850,
B. Technical Description of Exterior

1. {mersll dimensicon: The house consists of a two story
main bloek, 25" wide and 1 room deep; @& two-story wing
$0 the rear; and a one-story kitchen wing to the resr

of the two~story wing. The house faces east. Stone foundations.

2. Porches: two-story frame porch, full width of the front
of the house.
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Chimmeys: Two brick chimneys in end walls. S

- k:fé) I A L4
Openings: -
a. Doorways =snd doors: Single panel front door with

side 1ights and top light in a pilaster trim door-

way.
b. Windows snd shutters: Double hung windows, six light

sash over six 1light, shutters removed.
Roof:
Shape and covering: Gable roof on front block with

ridge parailel ‘o front; shed roofs on the rear wings;
covered with building paper.

. Technicel Desgcription of Interior
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2.
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Floor plens: One room and side hall in front block.

Stalrways: one simple, open string, straight run stair
in hall with sguare bzlusters and molded handrail.

Flooring: Pine
Wall and ceiling finish: Plaster
Doorways and dcors: Plain wood.
Trim: Simple Greek Revival.
Hardware: Original herdwsare missing.
Lighting: Elec¢itrical.,
Heating: Originally fireplaces, Now central heating.
Prepared by Hobert G. Stewart, Archiiect
for the Landmerks Ine. fssociation

of St. Louils
September 1960,



